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Specification 

Safelift Overhead Travelling Cranes 

 

Safelift overhead travelling cranes are Safelift products, 
produced by the Rossendale Group, backed by the Safelift 
Guarantee. 
 

 

GENERAL PRODUCT DESCRIPTION 

Safelift overhead travelling and goliath type cranes provide an overhead lifting facility, ideally suited to industrial 

workshop environments, were the use of fork lift trucks, runways and jib cranes is either impractical or uneconomic. 

The overhead crane can be either single or double girder construction and mounted to either free standing 

structures or integrally mounted on the main building columns providing they have been designed for that purpose. 

The cranes are powered in all motions and are usually at least 2 speeds throughout.  They are available in a range 

of capacities from 500kg to 40 tonnes as standard, up to 100 tonnes as specials, and in a range of spans up to 

36m as standard and lifting heights up to 32m as standard.  Standard components are series produced and 

selected according to duty requirements, giving an economic, safe and reliable solution to the customerôs needs. 

Safelift overhead cranes are fitted with Safelift electric wire rope hoists as standard, but are also available with 

Safelift electric chain hoists or pneumatic hoists. 

Properly used and maintained, Safelift cranes will give long life in arduous industrial environments, and will allow 

the user to carry out lifting operations efficiently and safely. 

 

Safelift overhead cranes are manufactured in three basic types - 

Type OC1A - Single girder overhead crane         
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Type OC2A - Double girder overhead crane 

    

Type OC3A - Underslung crane 

 

 

SERIES DESIGN 
 
Safelift cranes are designed with the Rossendale Group automated parametric design system using SolidWorksÊ 3D 
CAD design software.  The design utilises standardised, stocked components, which provides rapid delivery and the 
facility to extend or modify systems with ease and low cost. 
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UNIQUE DESIGN FEATURES 

Safelift box beam cranes feature the unique óSafeboxô bridge beam which is manufactured using semi-automated sub-
arc welding processes with flux recovery.  This process achieves reliable full penetration welds which ensure the 
durability and safety of the beam throughout the many cycles imposed during a long service life.  The result is a safer, 
more rigid, lighter, lower cost structure.  Other Safelift cranes feature conventional óIô beam bridge beams where this 
provides a more economical or lower headroom solution. 
 
STANDARD COMPLIANCE AND QUALITY CONTROL 
 

Safelift cranes are designed to FEM 9.511 and BS 466 and 2573 parts 1 & 2.   They withstand operating stresses 

and deflect within the tolerances allowed in the standard.  Construction uses steel to BS4360 and BS4.  All fixings 

are grade 8.8. 

Safelift crane and hoist products are manufactured within ISO9001 approved quality control facilities, which cover 

every stage of manufacturing from raw materials to the completed product. 

Rossendale Group is a member of the Lifting Equipment Engineers Association.  LEEA set, monitor and audit our 

technical, testing and certification standards.  Every Safelift crane is subject to proof load testing and certified 

accordingly. 

Many customers and third party bodies have audited and approved Rossendale Group as a manufacturer of 

overhead lifting equipment. 

Safelift cranes are issued with a CE declaration of Conformity in accordance with the Supply of Machinery (Safety) 

Regulations 2008. 

 

SAFELIFT STANADARD FEATURES 

 Extended 3 years parts and labour warranty (subject to single shift working and a service contract being taken  
with the Rossendale Group for the duration of the warranty) 

 24 hour service engineer call out service 

 Dual speeds to all motions 

 Industry leading dimensional details 

 Top & bottom limit switches 

 Spheroidal graphite cast iron rope guide 

 Coaxial gearbox with 3-stage reduction gears heated treated helicoidal teeth 

 Totally enclosed travel gears 

 Asbestos free brake linings 

 Overload protection with a threshold level micro-switch  

 Anti-derailment devices 


